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Every component is integrated in the aluminium head: CCD, electromechanical shutter, Peltier cooling
system, electronics, a motorized filter wheel (optional). The camera is connected to the PC by means of
apardlel port (alternatively, afiber optic connection can be made).

Y PIXEL (HXV)  SIZE (HxV) DARK CURRENT 450Q5E50@650 FLL
U m mm elpixel-s @-5°C : nm’ FACTOR %
CX260E KAF-0261E 512x512 20x20 10.2x10.2 500 125 35, 55, 58 100
CX400LE KAF-0401LE 768x512 9x9 6.9x4.6 100 05 20, 35,42 70
CXA00E = 768x512 9x9 6.9x4.6 100 05 %% 8 100
CX400ME KAF-0402VE 55, 67, 82
CX1600E KAFR-1602E 100 0.6 40, 50, 60 100
1536x1024 9x9 13.8x9.2
CX1600LE KAF-1602LE 50 05 20, 35,42 70




ARRAY PIXEL DARK E@
ZE (HX
FORMAT () - mfn V) CURRENT 450, 550, 650
(HxV) m e/pixel-s @-5°C nm
CX3200E KAF-3200E 40, 52, 65
2184x1472 | 6.8x6.8 | 14.85x10.26 05 C 100
CX3200ME | KAR-3200ME 60, 75, 82
CX5000C KAF-5101CE | 2614x1966 | 6.8x6.8 17.8x134 40 05 31,3431 68
CX6000E KAF-6303E | 3072x2048 90 27 65x18.48 100 05 40, 55, 64 100
CX6000LE KAF-G302LE | 3072x2034 50 915,13 70
Readout speed Upto 2.2 Mpixel/s | Hliter wheel (opt) 8 06 positions according to different models
A/D Converter 14 bit | Max total noise (Typ) 10e
Partial CCD reading Programmable | Binning from 1x1 to 8x8 or arbitrary
Interface FDL-PCI | Mount 42x0.750r C
Spectral response 350-1000 nm| Backfocus 26.8/17.5mm
Cooling Single stage Peltier -40°C T | Shutter Electromechanical
BExposure time From 0.01t09999s| CCD temperature control +01°C
Settable gains 64 | BIAS Control 9 bit
Optical window BK7 with 2 AR | Weight 16009
Dimensions 155x134x62 mm | Auxiliary port yes
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FOL Serial fiber optic link (fiber: 30 m, ST 62/125 mount). Different lengths on demand
RGB RGB interference + Blank, dia. 25 mm
WEL 8-position integrated filter wheel (6-pasition for CX6000), filter dia. 25 mm
NIK-C Adapter for Nikon lens
MIN-C Adapter for 42x1 mmlens
PAR 2.5 mstandard parallel port link cable
M10 10 mparallel link cable for FDL-PCI
XTE 4" mounting post
TTC Adapter from 42x0.75 to C mount
CPA Front panel with C mount and back focus (you can not fit the filter wheel)
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ARRAY el (HXV)  SIZE (HXV) DARK CURRENT *EQ FILL
m mm e/pixel-s @-5°C = isn? 650 FACTOR %

C3P-260E KAR-0261E 512x512 20x20 10.2x10.2 500 125 35,55,58 100

C3P-400LE KAR-0401LE 768x512 9x9 6.9x4.6 100 05 20, 35,42 70
C3P-400E KAF-0402E 35,55, 68

7 12 .9x4. 1 . 1
C3P-400ME | KAR-O402VE 68 99 6946 = 05 55, 67, 82 =
C3P-1600E KAR-1602E 100 0.6 40, 50, 60 100
1536x1024 .8x0.2 T

C3P-1600LE | KAR1602LE 0 99 1389 50 05 20, 35,42 70
C3P-3200E KAF-3200E 40, 52, 65

P KAE- 2184x1472 | 6.8x6.8 14.85x10.26 59 05 60, 75, 82 100




DARK E@ FILL
SIZE (Hv) CURRENT 450, 550, 650 FACTOR
i e/pixel-s @-5°C nm %
C3P-5000CE | KAR5101CE | 2614x1966 | 6.8x6.8 17.8x134 40 05 31, 34,31 68
C3P-6000E KARG303E | 307232048 90 7 65x18.48 100 05 40, 55, 64 100
C3P-6000LE | KARG6302LE | 3072x2034 50 915,13 70
Readout speed 1 Mpixel/s | Flter wheel (opt) 8 06 positions according to different models
A/D Converter 16 bit | Max total noise (Typ) 10e
Partial CCD reading Programmable | Binning from 1x1 to 8x8 or arhitrary
Interface FDL-PCI | Mount 42x0.750r C
Spectral response 350-1000 nm| Backfocus 26.8/17.5mm
Cooling Single stage Peltier -40°C T | Shutter Electromechanical
Exposure time From 0.01t09999s| CCD temperature control +0.1°C
Settable gains 64 | BIAS Control 9 bit
Optical window BK7 with 2 AR | Weight 16009
Dimensions 155x134x62 mm| Auxiliary port yes
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FOL Serial fiber optic link (fiber: 30 m, ST 62/125 mount). Different lengths on demand
RGB RGB interference + Blank, dia. 25 mm
WEL 8-position integrated filter wheel (6-pasition for CX6000), filter dia. 25 mm
NIK-C Adapter for Nikon lens
MIN-C Adapter for 42x1 mmlens
PAR 2.5 mstandard parallel port link cable
M10 10 mparallel link cable for FDL-PCI
XTE 4" mounting post
TTC Adapter from 42x0.75 to C mount
CPA Front panel with C mount and back focus (you can not fit the filter wheel)




