Direct Show for SMXM95 package includes: 

Some examples on usage of the DS filters – Exposure and Filter; 
Standard GraphEdit.exe application

RegSvr – an SMXM95 Filter register

UnRegSvr – an SMXM95 Filter unregister SMXM9XUni.ax
SMXM9XUni.ax– a system component implementing the DS filter 
Note: the camera uses the standard SMXM95 camera driver (the SMXM95.sys) which normally goes with the SMXM95Camera Software 
1. To start the DirectShow for SMXM95camera run the RegSvr application file to register the SMXM95 Filter 

2. Start the GraphEdit application file 
3. Click main menu Graph -> Insert Filters (or Ctrl+F):
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4. Find “Video Capture Sources” group and selectSMXM95 Capture Filters: 
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5. Click the Insert Filter button
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To add the SMXM95 Source Filter to main menu Favorites check the ‘Favorite Filter?’ checkbox: 
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Close the window. 

The SMXM95 Source Filter box will appear at the GraphEdit workspace:
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6. Right mouse click at the Pin of the Source filter box: 
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From popup menu choose “Render Pin” to create the working Graph:

 Note: for pin rendering the camera should be already connected
The Graph for the SMXM95 camera will be created:
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7. To view/change properties highlight the first box and right mouse click on it, choose there Filter Properties to control the camera settings: 
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The SMXM95 Source Filter Properties window will open: 
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Note: to change the Frame Size tab’s controls it is necessary stop video, disconnect the first box (simply highlight its link and click Delete): 
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Then open and change the Frame Size tab’s controls:
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And click there the Set button:
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Then connect the first box (right mouse click at the disconnected Pin and choose Render Pin)
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New parameters are ready to be used

